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BENEFITS AND FEATURES

PRODUCT HIGHLIGHTS

Transfer data with accuracy,
reliability and simplicity using the
uDock’s™ (Model U2CI) IR port

Easy to install software from
CD or http://myronl.com/main/
U2CI_Application_DL.htm

The uDock application will
operate on Windows XP and
Vista*; and Macintosh OS 10.0 -
10.4.11**. If you are running an
older operating system, contact
the Myron L Company.

Automatic organization of data
(record number, type of
measurement, value and unit
measurement, solution,
temperature, date and time
stamp)

Exports to Office software
(Word*, Excel*, Works™, etc.)
using universal formatting
(.csv) files

Transfer Data stored in Ultrameter I1I™
and PooLPro™ handheld instruments to
U2CI application via IR port

Reduce Data logging time/errors

Share saved water sample data

Lose the clipboard and still
easily comply with record-

keeping requirements

+ Control your Ultrameter IT™
and PooLPro™ time and date
setting though our uDock
software

+ Clear instrument memory
through our uDock software

+ Self powered by USB port
(No batteries or external power
supply needed)

For further information, please
visit www.myronl.com or contact
the Myron L Company (see back
cover).

* ™ Microsoft ** ™ Macintosh

LIMITED WARRANTY

All Myron L uDocks have a
Two Year Limited Warranty.
Warranty is limited to the repair
or replacement of the uDock
only, at our discretion. The
Myron L Company assumes no
other responsibility or liability.
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Ultrameter II uDock
IR Port

DDOWNLOAD INSTRUCTIONS
. Ensure uDock is connected to

bo dsplayed
7o downioad daa,clck op et
Icon on uDock appication

MYRON LJ
COMPANY

= USB Port

1) Place your clean & dry Ultrameter II @ on top of the uDock, @ lining up
the IR ports on top of each other to create the information connection.

2) Plug the USB cable (connected to the uDock) into the USB port @
on your computer.
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REQUIREMENTS

Computer running on Microsoft® Windows XP™, Windows
Vista™ or Macintosh OS 10.0-10.4.11 operating systems. Be aware
that Vista will not save your user settings.

We will release a version for Mac OS 10.5 in the near future, and it will
be available for download from the Myron L Company website:
http://myronl.com/main/U2CI_Application_DL.htm

FOR USERS WITH OLDER OPERATING SYSTEMS: U2CI Rev 1.0
is available - Contact the Myron L Company.

WARNING: USERS THAT HAVE PREVIOUSLY INSTALLED
REV 1.0 MUST UNINSTALL IT PRIOR TO INSTALLING U2CI
REV 1.1.3.**

Before installing the new U2CI 1.1.3, Windows users must open the
“Start” menu, select “Control Panel”, then select “Add or Remove
Programs”. Scroll to “U2CI”; select it and click on “Remove”. No
System Reboot is required.

Mac OSX users should select “Go” in the Finder menu bar, then select
“Applications”, and then scroll down to the U2CI folder. Drag the folder
to the trash.

**VERY IMPORTANT — If you are unsure of how to uninstall and
install programs on your machine, contact your IT Department or
System Administrator for assistance.

VISTA USERS: After installing on a Vista machine, some users may
need to right click the U2ClI icon and select “Properties”, then select
“Compatibility”, and then check the box under “Compatibility Mode”
to run this program in Compatibility mode for Windows XP™ (Service
Pack 2).

Installation and use of U2CI Rev 1.1.3 requires user acceptance
of the End User License Agreement (EULA). A copy of the EULA
is on the software CD and can be downloaded from the Myron L
website:

http:/myronl.com/main/U2CI_Application_DL.htm



EXAMPLE SCREENSHOTS ARE OF WINDOWS XP AND MAC

0OS 10.4.11 OPERATING SYSTEMS. THE APPEARANCE OF THE
INSTALLATION DIALOG BOXES WILL VARY ACCORDING TO THE
OPERATING SYSTEM YOU ARE ON.

Save all work and exit all applications prior to
installation of this software.

. U2CI Installation

A. U2CI Installation for Windows Users

INSTALL U2CI SOFTWARE BEFORE CONNECTING
THE uDOCK™ TO YOUR PC. (Review warning on page 1
before starting install.)

1. U2CI Executable and Support Files Installation.

a. Insert U2CI software CD into CD drive or download the
U2CI Application & Documents software package for
Windows from the Myron L website Download Center:
http:/myronl.com/main/U2CI_Application_DL.htm.

If Auto Install does not start, go to Start\ My Computer\
U2CI and double click on the U2CI icon under Devices
with Removable Storage. Or you can right click the U2CI
icon, select “Open” and double click on U2CI.MSI.

b. Click “Next” in the U2CI Setup Wizard Welcome dialog box
to begin U2ClI software installation.

¥4 Welcome to U2CI Setup
Wizard

The Setup Wizard will install U2CI on your computer, Click
Next to continue or Cancel to exit the Setup Wizard.




Read the 18 U2CI Setup,
EULA |f yOU End-User License Agreement

do nOt agree 7 Please read the following license agreement carefully
to the terms IMPORTANT - READ CAREFULLY "~
of the EULA, .
click “Cancel”
and exit the
installation.

If you agree

v

asanniared media. nrinred marerials and slesnranic

(@)1 accent the terme in the License Agreement:

to the E U LA1 (D1 do not accept the terms in the License Agreement
CheCk the “I Advanced Installer
accept the et [ beiz ] [ coned

terms in the
license agreement”
box. Then click
“Next”.

1% U2CI Setup

Select Installation Folder
This is the folder where U2CI will be installed.

Choose the
location you
want to install
the U2CI to. it

The default e Rg i N DBy 2l e
location
appears in the
“Folder” field:
C:\Program
Files\Myron L
Company\U2CN\

If you want to choose your own location and you know
the filepath, type it in the “Folder” field. You can also click
“Browse” to select a filepath from a drop-down list; click
“OK” to confirm the location in the Browse dialog box.

Click “Next”
to accept the

To install in this folder, diick "Next”. To install to a different folder, enter it below or dick
“Browse”.

Advanced Installer

<Back [ Next= | [ Cancel

1& U2CI Setup

Ready to Install

desti nation The Setup Wizard is ready to begin the Typical installation
directory that
appears in the Click Instal to begin the instalation. IF you want to review or change any of your

installation settings, click Back. Click Cancel to exit the wizard.

“Folder” field.

Click “Install”
in the “Ready
to Install”
dialog box.

Advanced Installer

[ =Back J[_mstal ] [ cancel




A status bar will 320 setup
display indicating
the installation
progress.

Please wait whie the Setup Wizard installs U2CT. This may toke several minutes.

Status:

f.  Click “Finish”
in the
“Completing
the U2CI
Setup
Wizard”
dialog
box when
installation
is complete.

d Completing the U2CI Setup
Wizard

Click the Finish button to exit the Setup Wizard.

2. Myron L uDock

USB Serial s
Converter
Installation.

a. Insert uDock USB connection cable into any USB port on
your computer.

The Found
New Hardware
Wizard will
prompt you to
search for the
USB Serial
Converter (if

it isn’t already
installed on your

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
‘Windows will search for current and updated software by

looking on your computer, on the hardware installation CD, or on
the Windows Update Web site (with your permission).

Read our privacy policy

Can Windows connect to Windows Update to search for
software?

(® Yes, this time only
O e, now and every fime | connect a device

O No, not this time
machine).
NOTE: IF Click Next to continue.
YOU HAVE
PREVIOUSLY

INSTALLED ANY VERSION OF THE U2CI SOFTWARE ON
YOUR SYSTEM, YOU MAY NOT HAVE TO INSTALL THE
DRIVERS.

IF YOU DON'T GET THE FOUND NEW HARDWARE
WIZARD PROMPT, SKIP TO “ll. ENABLING DATA
TRANSFER”, PAGE 10.



b. Inthe Found
New Hardware
Wizard window,
select “Install
the software
automatically
(Recommended)”.

The Found New

Hardware Wizard
will search for the
proper driver.** A |

Found New Hardware Wizard

This wizard helps you install software for

Hyron L ubiock

(%) 1f your hardware came with an installation CD
&2 or Hoppy disk. insert it now.

\wihat do you want the wizard to do?

@ iretall the software sutomatically (Fecommendedi
© Install from a list or specilic location [Advanced)

Click Mext to cortinue.

It will find “USB
Serial Converter”.

c. Click “Finish”
to complete
installation of
the USB Serial
Converter.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the softeare for:

G USE Serial Converter

Click Finish to clase the wizard

< Back Cancel

3. Myron L uDock USB Port Driver Installation.

Found New Hardware Wizard|

a. The Found New
Hardware Wizard
will prompt you
to search for
the USB Serial
Port driver.
Choose “Install
the software
automatically
(Recommended)”.

‘Welcome to the Found New
Hardware Wizard
‘Windows will search for current and updated software by

loaking on your computer, on the hardware installation CD, or on
the Windows Update Web site [with your permission).

Read our privacy policy

Can Windows connect to Windows Update to search for
software?

@ Yes, this time only

Oes, o and svery fime | Sonnest 3 devica
© No, not this time

Click Next to continue.




The Found New [T T ——
Hardware Wizard
will search for the
proper driver.**
It will find “USB

Serial Port”.

welcome to the Found New
Hardware Wizard

This wizard helps pau instal software for

USB Gerial Port

() 1f your hardware came with an installation CD
4B or floppy disk. insert it now

Clle “Finish” What do you want the wizard to do?
®ilnstall the software [Recommendedf
to com plete O Install from a lst or specifc location (dvanced)

installation of
USB Port Driver.

Click Next ta continue,

(Your operating
system may
require a restart.) Your new hardware is ready to use.

Found New Hardware Wizard

NOTE: If

H Completing the Found New
no Interr.‘et . Hardware Wizard
connection is The wizard has finished instaling the software for:
avai|ab|e’ yOU 5 USB Serial Part

may install the
driver from the
CD. To do this,

select “Install
from a list or
ope oy Click Finish ta clase the wizard.
specific location
and click “Next’.

Select “Search
for the best driver in these locations”. Check the “Search
removable media” box. Click “Next”.

** Administrator rights may be required to install the drivers on your

computer.



B. U2CI Installation for Macintosh OS X Users

NOTE: STUFFIT EXPANDER may be required. If you do
not have it, you can download it for free from the web:
http://my.smithmicro.com/mac/stuffitexpander/
download.html

INSTALL U2ClI SOFTWARE AND uDOCK™ DEVICE
DRIVER BEFORE CONNECTING THE uDOCK™ TO
YOUR MAC. (Review warning on page 1 before starting install.)

1. U2CI Executable and Support Files Installation.

a. Insert U2CI software CD into CD drive or download the
U2CI Application & Documents software package for
Macintosh OS X from the Myron L website Download
Center:
http://myronl.com/main/U2CI_Application_DL.htm

double-click the U2CI| For Mac OS X

b. Double-click on the U2CI CD icon then o
executable icon on the U2CI CD.

uzc

8006 Bjuzc o
|« - J[8e = o[ %] Q

= Administrator's Computer m 5

& Network _ E_
H MACTETIT QRIS
@ Desktop ]
4 hpetrig v| @ B 4
> 1 of 3 selected, Zero KB available %
c. Click “Agree" U2C For Mac 05 X

on the EULA . .
dialog box. LR e

you do not agree, press IMPORTANT - READ CAREFULLY
4 ree"

<]
=

This Myron L Company End-User License Agreement ("EULA")

d_ Doub|e_c|ick is a legal agreement between you (either an individual

or a company, who will be referred to in this EULA as
“User) and the Myron L Company for the

the U2C I Myran L Company product that accompanies this EULA, ar
that is subsequently provided to the User pursuant to
O SX further order, including any associated media, printed

. app materials and electronic documentation (collectively,
. the "U2CI Product’). By installing, copying, downloading,
icon accessing or otherwise using the U2C Product, User agrees

- 1o be baund by the terms of this EULA. If User does nat

accept and agree to the terms and conditions of this EULA,
Myron L Company is unwilling 1o allow the use of the U2CI
Product contained herein to User. In that case do not
install, access or use the U2CI Product; instead delete the
U2CI Produet from your computer or network in whatever formis)
it exists

( print ) ( Save.. ) € Disagree ) € Agree ]




Click “Continue”  [e9° \20.03% 00

On the “Welcome Welcome to the MLC U2CI Installer
@ Welcome

to the Mac U2Cl e e

Installer” screen. o

MYRON L
CONMPANY

Water Quality Instrumentation
Accuracy - Reliability - Simplicity

u2Cl

Read the EULA. If
you do not agree
to the EULA, you
cannot installthe | =
software. Click ; . —
“Print” or “Save” L :

to print or save a

COpy 0f the EULA 060 U2Cl OSX.app

for your records. e e,

© Welcome w %, To install the software, you must agree to the terms. ot P
BEULA 2= of this software license agreement.
H “I II” ® Installing ~ TOF
Click “Install” on ) |

I BEEN

the EULA screen. e T

OTHER LEGAL THEQRY.

USER AGKNOWLEDGES THAT NO PROMISE, REPRESENTATION,
” 29| WARRANTY OR UNDERTAKING HAS BEEN MADE BY

h H “ " .
Then click “Agree” | = B o oo
. . 'CONSEQUENCES OR BENEFITS TO BE OBTAINED FROM DELIVERY
|n the LlCenSe | TOUSER OF THE U2CI PRODUCT.

. 4 TOTHE EXTENT APPLICABLE LAW DOES NOT PERMIT A
Ag reement dlalog 'COMPLETE LIMITATION OF DAMAGES AS SET FORTH HEREIN, U

‘ONE DOLLAR (USA). NOTHING HEREIN SHALL BE CONSTRUED

bOX to co ntl nue. . #:AWENE!:EIMG Tg scf\gﬂpfé:ﬁgﬁcvmmm USERBEYOND 4

Click “Quit” to

complete software

installation 500 Ui osxamn

process X - Theinstallation has successfully finished.

© Welcome -1 %, Click Quit to exit the installer. oot Pl

8 EULA B

© installing

Continue
Close the U2CI o Finshed
M ac O SX WHETHER STYLED AS A CLAIM IN CONTRACT, TORT OR
OTHER LEGAL THEORY.
W| n d ow. USER ACKNOWLEDGES THAT NO PROMISE, REPRESENTATION,
3 WARRANTY OR UNDERTAKING HAS BEEN MADE BY

MYRON L COMPANY TO ANY PERSON OR COMPANY ON USER'S
BEHALF AS TO THE PROFITABILITY OR ANY OTHER

T h es OftW are | CONSEQUENCES OR BENEFITS TO BE OBTAINED FROM DELIVERY
- TO USER OF THE U2CI PRODUCT.
d d H v 5 | TOTHE EXTENT APPLICABLE LAW DOES NOT PERMIT A
an rlve rs COMPLETE LIMITATION OF DAMAGES AS SET FORTH HEHEIN
USER AGREES THAT ITS DAMAGES SHALL BE LIMITED
ONE DOLLAR (USA). NOTHING HEREIN SHALL BE ConsTRUED
ave een AS ATTEMPTING TO ENFORGE RIGHTS AGAINST USER BEYOND 1

THOSE PERMITTED BY APPLICABLE LAW.

copied to a U2Cl

folder under

Applications.

uzcl
Config.ini

]_"‘ﬁ Documents A Drivers S

'« FTDIUSBSerialDriver_v2_2_9.dmg
& music & FTDIUSBSerialDriver.pkg
= » | Icons

OutFile.csv
= UZCI Uninstaller.app
A U2CI-05X-V1.1.3-release

/ TextEdit.app |




2.

Install the uDock device driver. Click the Apple icon in the
very left of the Finder menu bar. Select “About This Mac” and
note whether your computer has a G-series or Intel processor.

Click “Go” in the Finder menu bar and then “Applications”.
Scroll down to the “U2CI” folder and open. Select the “Drivers”
folder and open.

806 | Drivers -
[« » |[z= =[md[ s~ Q

= SysteTTT S Cesapp =

= administrator's Computer m ¥ TextEdit.app Config.ini m FTDIUSBSerialDriver.pkg

@ Network U3k . @ @& FTDIUSBSerialDriver_v2_2_9.dmg
J u2c R Uil ‘3 Icons
B U2CI MAC OSX = s v i v
4 Windows. .ia Player 1 @ OE[,FIIECSV ]
{36 Desktop N -—

2 items, 70.18 GB available

a. |If your computer is running on an Intel processor, double-
click on the file “FTDIUSBSerialDriver_v2_2_9.dmg. If your
computer is running on a G-series processor (G3, G4, or
G5), double-click on the file “FTDIUSBSerialDriver.pkg”.

The driver installation software will launch.

“Install FTDIUSBSerialDriver Kernel Extension” dialog box
will then display.

b. CIICk “Conti nue" ® 06 @ Install FTDIUSBSerialDriver Kernel Extension

on the Welcome to the FTDIUSBSerialDriver Kernel Extension Installer

Welcome to the Mac 0S X Installation Program. You will be

|ntroduction © Introduction guided through the steps necessary to install this software.
screen to install =
the FTDIUSB
SerialDriver
Kernal
Extension.

c. Click “Print” or
“Save” on the (e
ReadMe screen
to keep a copy

Of Important 0806 ‘& Install FTDIUSBSerialDriver Kernel Extension
Inform at|on Important Information
. P FTDIUSBSerialDriver ReadMe
regarding the o nrodu
. . . devices on Ma O X. It supports FTSU232AM. FTSU24SAM, FT232BM
Ser]al dr|ver N a Select Desifiatioh and FT245BM, and FT2232C deviees
H nstallatice B Qe Revision History
more accessible | ...
. R V.10 (30th June 2005)
|OC&tI0n, If inishilp = Suppors FT2232C.
iy ! 1010 (17th June 2005
deSIred Cllck L s = Y p:ol»mumv 104,
. 1.09 18th December 2003
“Contl n ue" to v (rixmwiﬁm“ehrm Est}mm B75 could not be selected.
. 1.08 18th August 2003
proceed with the ’ o b _
. . . v1.07 (16th June 2003) :
driver installation | , Lo i s

( print.. ) ( save.. ) ( GoBack ) ( Continue )

process.




% Install FTDIUSBSerialDriver Kernel Extension

Select a Destination

Select a destination volume to install the

On the “Select 8.6.6
Destination”
screen, select e

© Select Destinatio:

your hard
drive as the
destination
volume. Click
“Continue”.

nstal

ation Type

Click “Install”. r

FTDIUSE! Kernel Extension software.

£

=

Tach-Writer Graphic Design
149GB (70.2GB Free) 152GB (44.7GB Free)

You have chosen 1o install this software on the volume “Tech-
Writer.”

( GoBack ) ( Continue )

A prompt will

appear for
your system
password.

800
© Introduction
© Read Me

© Installation Type

Type in your

“ Install FTDIUSBSerialDriver Kernel Extension

Easy Install on “Graphics HD"

Click Install to perform a basic installation of this
software package on the volume “Graphics HD."

© Select Destination

password

and click
“OK” to
proceed
with the
USB driver

Password
» Details

]

Installer requires that you type your password.

Name: yourUserName

(Cancel ) (" GoBack ) ( Install

installation on your hard drive.

You must have Administrator rights to install the drivers on

your computer.
Click “Continue Installation”.

Click “Restart” to finish the

USB driver installation on your

hard drive. Your operating

Installing this software requires you to
restart your computer when the
installation is done. Are you sure you want
to install the software now?

( Cancel

) )

system will reboot [@@®

@ Install FT IDriver Kernel Extension

and you will lose
any unsaved
work in other
applications.

© Introduction

6 Read Me

© Select Destinatior
© Installation Type
© Install

© Finish Up

Click Restart to finish installing the software.

606

@ Install FTDIUSBSerialDriver Kernel Extension

Installing FTDIUSBSerialDriver Kernel Extension

© Introduction
© Read Me
© Select Destinatio

© Installation Type

© Install The software was successfully installed

U

(GoBack ) (C

10
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Il. Enabling Data Transfer

NOTE: YOU MUST CONNECT THE uDOCK PRIOR TO LAUNCHING
THE U2CI SOFTWARE SO THE SOFTWARE RECOGNIZES THE

COM PORT.

A. Connect the uDock to any USB port on your computer.

B. Launch the U2CI Software.

If you are on Windows XP and chose the default settings in Step
I.A.g, a shortcut to the U2CI application is on the desktop and
another is pinned to the Start menu. The application can be found
under Start, All Programs, U2CI.

Double-click on the U2Cl icon on the desktop, in the Start menu or
under Start\All Programs\U2CI.

o Emall

fr—
X2 Microsoft Office Exc

Microsoft Office
FrontPage 2003

Safari

|_’="_'__E Microsoft Office Worl

@ MNotepad

“H Paint

All Programs .

Uz

ABBYY FineReader Tools SyoniCompan IR i

Accessories

@ Adobe

Dell Accessories

Dell Suppart

EPSON

) EPsON Sean

Games

He

Intel(R) Matrix Storage Manager
@ Macromedia

Microsoft Office

Mozilla Firefox

@ QuickTime

@ Real

Raxia

ScanSoft PaperPort 2.0

@ startup

P 28BvY FineReader 5.0 Sprint
& Adobe Bridge

'? Adobe Help Center

'S# Adobe Premiere Elements 2.0
El Adobe Stock Photos

& Internet Explorer

{gd Microsoft Plus! Photo Story 2 LE
wh Msh

@ Qutlook Express

fu Remote Assistance
G) Windows Media Player
3 Windows Messenger
Rﬁ, Windows Movie Maker
Offiine Downloader
I webCopier

@ Canon Printer Uninstaller

| Microsoft .NET Framework SDK v2.0
1 Microsoft Developer Network

IF) Microsoft QL Server 2005

3

b

Del

Yahoo! Messenger
@ Norton Internet Security
uacl




If you are on Mac OSX, select Go from the Finder menu bar.
Click on Applications. Scroll down to the U2CI folder. Open the
folder and double-click on “U2CI-OSX-V1.1.3-release”.

fng Applications v ¥

=N
|"| Documents v L

& Music
v

% Movies
!__' Pictures

uzcl

= Config.ini

 Drivers
'« FTDIUSBSerialDriver_v2_2_9.dmg
= FTDIUSBSerialDriver.pkg

» [ Icons

OutFile.csv

e UZCI Uninstaller.app

2 U2C1-05X-V1.1.3-release

Drag the U2CI-OSX-V1.1.3-release icon to the system dock
to create a shortcut on the dock or right-click on the file and
select “Make an Alias” to create a shortcut on the desktop.

C. Select Port preference.

1. Open the Edit drop-down menu and

select “Preferences”.

2. Inthe Port section of your

File Wil UMII Commands Help

[l Preferences Ctrl+R f

Preferences window, select [

the highest .

available port.

If only None and e

Demo appear, close | so @ Obes
the application, then | _ — =

re-open it. Then Nare

go to Edit, select U Dotk [ s |
Preferences, and

then select the
highest available port.
Click “Save”.

NOTE: Vista users must edit Port Preferences EVERY time
the U2CI program starts.

D. Enable Ultrameter II/PooLPro communication.

1.

Set the Ultrameter II/POOLPRO on the uDock.

2. Press to power up the Ultrameter II/POOLPRO.

12
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3. “PC On” mode
O~
a. Press and hold until E-. -
oFF
“PC OFF” is displayed.
b. Then press . :.'1 :'
1nA<
The display may briefly
indicate “PC Ini”.
c. Then “PC On” will display. :.'1 :'
Onl

You may NOW use the icon buttons or the “UMII Commands”
drop down menu to send commands to your ULTRAMETER II/

PooOLPRo. (See Section Ill.C. UMII (and POOLPRO) Commands.)

Icon Command

%@ Download Data
e lM 9| | Set Date and Time
¥l

Erase Memory

Disconnect




lll: U2CI Menu Summary

NOTE: FUNCTIONALITY IS THE SAME FOR WINDOWS
AND MAC OPERATING SYSTEMS. SCREENSHOTS ARE OF
WINDOWS XP™.

THE U2CI MAIN MENU INCLUDES THE FOLLOWING
DROP-DOWN MENUS: FILE, EDIT, UMII COMMANDS AND HELP.
THIS PART DESCRIBES EACH MENU AND ITS SUBMENUS’
FUNCTIONS IN DETAIL.

A. File
1. Load Cr1/% 1)
4 ”
This will “load” a Look n: | [@ Desktop
data flle In the ..Jrlr Documents ICmyronl.com
main window ¢ My Computer [CMewxPShots
WMy Network Places =) xPscreenShots
screen. If the user I2) ArtONdesktap H csvtest.mlc
Chooses th'S ) Dan Projects é‘f_;shortcut to community on 'pcserver
s bmen the I3 laptop pix |;£S|ml tcut to Marketing on 'Poserver’
u u,
standard open file | 2
dialog will be — Qoen
d |Sp| ayed . Files of typs: appl.lcat.lon ‘mic v

The file types
supported by the
U2Cl are .mlc and .csv formats. If the user chooses the “Open
button, the corresponding data file will be loaded into the U2Cl
main window. If the user chooses the “Cancel” button, the
open dialog will be closed and no file will be loaded.

If a loading error occurs (for example, wrong data file type or
damaged data file), the U2CI will display the following warning
message.

Myron L Company UZCI Version 1.1.3

i U2CI could not open csvtest.mlc completely because it is either not a supported file type or because the file has been damaged (for example, missing
'$End of Reference Information$' after the end of reference information)

After loading the data file, the corresponding filename will

be displayed on the right-top corner above the reference
information field, and the reference information (if there is any)
will be displayed in the reference information field.
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If the user chooses to load a data file and the current data has
not been saved, the U2CI will display a warning message.

If the user ~
chooses Myron L Company U2Cl Version 1.1.3

the “Save E Do you want to save curment data befare loading nes dats file?
button, L IF wou don't zave, your current data will be lost
then the
standard [ Save | [ Don't Save ] [ Cancel ]
“Save As”
dialog : .
box willbe  [EIAE [?)%]
displayed. Savein | L3 U20_Ma0s3 ¥ o @ e m-
This is the [Tcons [)kest Fla
same as 5 Project Cede Dackup  [CEme
the “Save” |_JRC beck code |=f req sedgf sadf g

. -5 Sample Code
dialog box =) SeridTestt, zpp
on Mac | Seftwara Buid
OSX.
If the user File nome: | | Bave
chooses the S ave az tupe: |app|i:alinn..'mh: v| [ Carcel ]
“Don’t Save”
button, the

current data will not be saved and the standard open file dialog
will be displayed. The selected file will replace the current data
in the U2CI main window screen.

If the user chooses the “Cancel” button, the loading operation
will not be executed and the current data will not be changed.

Clear Data (Ctrl / 3 + D)

This will clear the current data in the main window screen as
well as its reference information and file name. When there is
no data on the screen, this submenu will be grayed out.

If the user selects “Clear Data”, a message will be displayed
asking you to confirm your decision.

If the user chooses the

“OK” button, the U2CI Clear Display Data

will check if the current

data is saved or not. If it ____‘i:,) Clear D ata List ?

is not saved, the U2CI will

prompt the user to save T [ Cancel ]
the data before clearing it.




3. Save (Ctrl/ 3 +S)
On the File menu, click “Save”. This will save the data in .mlc
format, i.e., the truncated data that is displayed in the U2Cl
main window screen and on the ULTRAMETER II display.

MLC data format is used by the Myron L Company’s U2CI
application software. Saving your data in a .mlc format enables
you to load the data file back into the U2CI software at a later

date.
4. Save As_ Save.ds 7
On the File :
. Save in; | () U2CI_Mar09r3 P ] 1’! = El'

menu, click -
“ ” L DIcons D test file

Save As”. )Project Code Backup  (_J)tmp

In Windows LJRC test code @aaaa

. [2)5ample Code $,)aaaal
a dlalog box ) SerialTestx.app ’E]OutFile

will provide () Software Build

you with a
choice to il neme.
the ile name: I Save ]
save
data in either Save as type: | application_scifcsy ™~
application_scifcsy
.mlC format applc:to.-"mlc .
orin .csv

format. If the .csv format is chosen, then the data will be saved
as the scientific data format without truncating any data. CSV
(comma separated values) data format can be read by many
spreadsheet programs, e.g., Microsoft Excel™. In Mac OSX
this function is the same as “Save”.

Important Information about Data Format for Spreadsheet
Applications

NOTE: When importing your .csv formatted data into Microsoft
Excel™, the reading values will default to a scientific format. To
view in “Number” format, you must:

a. Select the cells containing the reading values.
b. Click on the Format pull-down menu.
c. Select “Cells”.

d. Under the Number tab, select “Number” from the
“Category:” populated list.

e. Click “OK”.
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Print (Ctrl/ 3£ + P)
This submenu will
be active only
when there is data
displayed in the
main window
screen. When the
user chooses to
print the data, a
standard Page
Setup dialog will be
displayed.

The user can

set up the page
according to his
or her needs. We
recommend using
the landscape
orientation. Then
click the “OK”
button.

A standard Print
dialog will be
displayed. If the
user chooses
“Print”, the
corresponding
data list as well
as the reference
information and
the file name will
be printed

out.

Quit (Ctrl /3 + Q)

Page Setup

Paper
Size: Letter >
Source: Ao w
QOrientation Margins (inches)
O Portrait Left: 1 Bight: |1
Top: 1 Bottom: |1
QK ][ Cancel ][ Prirter... ]

General

Select Printer

£22 Auto Microsoft XPS Document Writer on NSOLANKI
425 Canon iR €3200 PS3

t hp designjet 800ps-1

< ¥
Status:  Ready
Location:
(B Find Prirter.
Page Range

[OF] Mumber of copies: |1

=
>

O Pages: 0

Enter ether a single page number or a single

page range. For example, 5-12

This will quit the U2CI application, the same as closing the
U2CI main window. If there is any unsaved data in the main
window screen, the user will be prompted to save the data.



B. Edit

1. Preferences (Ctrl/

£ + R) Temp. Seale Celius v
When the user
chooses this

submenu, the Pt 3
preference window
will be displayed: [ useDetas

a.

Sart Record v ) s, (O Desc.

I Save I { Cancel

“Temp Scale” —
Choose whether you want to display the temperature in
Celsius or Fahrenheit.

“Sort” — Choose how you want to arrange and display the
data. You can choose to sort by “Record”, “Date”, “Time”,
“Measurement”, “Solution”, “Temperature”, “Value”, or “Unit”.

“Asc” or “Desc” — Choose whether you want to arrange
the data in ascending order or in descending order. For
example: You can choose to sort the data by “Date” in
descending order and the data will be displayed by date
with the most recent date at the top.

“Port” indicates which serial port you want the uDock to
communicate with. All available ports on the computer will
be found and displayed dynamically. If the user chooses
“None” in the preference window, the U2CI will display the
following message:

Myron L Company U2CI Version 1.1.3

L
\1) The selected port was either not available or no port was selected.

Windows XP™ Tip: You can open Start\Control Panel\
System\Hardware\Device Manager in Windows XP

to see which ports are open. Choose “Ports (COM &
LPT)” and see what COM number is connected to your
uDock (USB Serial Port (COM” “)). Then choose the
corresponding COM number in the U2CI preference
window.

18
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The U2CI also provides a “Demo” mode in the port list to
demonstrate how the U2CI works when the uDock is not
connected.

There are three buttons on the preference window in the U2ClI,
which are: Use Defaults, Save and Cancel.

d. The “Use Defaults” button will re-set the preferences to the
original values during installation.

e. The “Save” button will save the preference information that
the user has selected and apply the current preference
information to the data on screen.

VISTA USERS: U2CI will NOT save your user preferences.

f.  The “Cancel” button will cancel the operation. If this button
is selected, the preference window will disappear, and the
current display will not be changed.

Reference Info (Ctrl /35 +1)

When there is no data displayed in the main window screen,
both the Reference Info submenu and the Reference
Information field will be grayed out. They are activated only
when there is data displayed on the screen. The user can then
edit and modify the corresponding reference information.

When the user chooses the Reference Info submenu, the “OK”
button will be visible under the reference information field.
After editing the reference information, you must click “OK”

to save any edits and exit the field. The maximum number of
characters allowed in the reference information field is 100.

Reference Information File Mame: FileMameHere.mic
Thiz iz a DEMO file ...

solution temp. date time =
k.Cl 2219 2008-06-26 054936
nore 2249 2008-06-26 055024
none 2219 2008-06-26 055034
442 2ha 2008-06-26 055055




C. UMII (and POOLPRO) Commands

Dowvnload
Daka
Set
Date & Time Pefors e
Bl Informaticn File
Memaory Mame
Disconnsck
0 higrom L Company U201 =
witrgmetar il |:n ands l
*‘ Fafarensa | rformatcn F Fils R [File Rt Sxvad Undard
Type your referemes |NTermaton hers
then press 0K,
Facerd ® ik rement | 'd‘lll.ll nll | el i st | e | tima ||
1 ToND (=] 240 ZO05-07-22 | 162028 |=
z COHE m:- .s = 24.0 2005-07-22 | 16:20:2%
E [T oo [T s} 240 ZO0S-07-22 | 162029

UMII Commands: You may use the icon buttons (shown above) or
the UMII Commands drop down menu to send commands to your
Ultrameter II/POOLPRO.

1.

Download Data

Click the Download Data icon or select “Download Data” from
the UMII Commands drop-down menu to download data from
the ULTRAMETER II/POOLPRO to your computer.

The U2CI will display a
message box.

Click “OK”.

NOTE: The Ultrameter 11/
PooLPRoO will shut itself
off automatically after 60
seconds. If it has powered
down before you download new data, a prompt will tell you to
check the uDock connection and ensure that the Ultrameter I1/
POOLPRO is in “PC On” mode. (See “Il.D.Enable Ultrameter I1/
PooLPRro Communication”, pages 11-12.)

Download Data

. Download Mew Data from Ultrameter |17

ok | [ cancel |

If you have previously downloaded data in the same session, a
prompt will appear asking whether or not you want to save the
current data before downloading new data. Click “Save”.

Myron L Company U2Cl Yersion 1.1.3

N

Do pou want to zave the current data befare dawnloading new data from Ultrameter (17

IF pow don't zave, pour current data will be last

[ Save | ’ Don't Save ] ’ Cancel

20
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If the uDock is properly connected and the ULTRAMETER 11
is in “PC On” mode, the U2CI will begin to download data from
the ULTRAMETER II/POOLPRO.

The download Downloading Data...  U2CI Version 1.1.3

prereSS bar WI" Downloading Data from Ultrameter 11

appear while

downloading. [ ]

If your uDock is not
properly connected or your UMII is not in “PC On” mode, the
U2CI will display a warning message.

Myron L Company U2CI Version 1.1.3

.
\l) Mo Device Detected. Please ensure uDock is properly connected and UM II PC OM mode is activated

In the event that the transmission is interrupted or the data
set is not completed within the timeout period, e.g., the
ULTRAMETER II/POOLPRO is accidentally removed from
the uDock during
transmission, the

U2Cl will diSp|ay a \i) Transmission error: Data setincomplete, Please re-try download process
message to inform

you that there was

a problem with the

download and to try again.

Downloading Data... U2Cl Version 1.1.3

If there is a problem and the download process cannot be
started within the timeout period, the U2CI will display a
message indicating
there is a timeout
error. In this case, \_i) Serial Communications hes timed out. Please ey dmeniad process after t i dore
put your UMII back

into “PC On” mode e
and try again.

Downloading Data...  U2CI Viersion 1.1.3

The U2CI will also protect the unsaved data in the main window
screen by displaying a warning message when the user tries to
download new data from the ULTRAMETER II/POOLPRO.

Myron L Company U2CI Version 1.1.3

'j Do pou want to zave the curmrent data before downloading new data from Ulrameter |17
.

If pou dan't save, your currsnt data will be lost

[ Save | [ Dan't Save ] [ Cancel




Set Date and Time

This will set the date and time on your ULTRAMETER I1. If the
uDock is properly connected and the ULTRAMETER IT is in
“PC on” mode, the Date and Time status bar will be displayed.
Please note: The date and time is taken directly from your
computer. To ensure accuracy, verify that your computer’s Date
and Time are correct.

-

@ Setting Date and Time... U2CI Version 1.1.3 g@|gi

o Seftting Date and Time on the Ultrameter

Erase Memory
This will erase [l

the data

stored in your \?/ Erase data stored in your Ultrameter || memony?
Ultrameter I1/

memory. If
the uDock
is properly
connected and the Ultrameter IT is in “PC On” mode, a dialog
box will prompt you to confirm your decision to erase data
stored in the unit’s memory.

Disconnect

This will close the communication port between the U2CI and
the UltrameterIl. We recommend that you disconnect after
each session to ensure that the com port is closed.

A message will display indicating the corresponding
communication port that will be closed.

" -

Myron L Company U2CI Version 1.1.3 E

L]
1) COMSisclosed

22
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U2ClI Info
When the user chooses this submenu, the version, build date,
etc., will be displayed in the U2CI Information dialog box.

m UZCl Information

Yergion: 1.1.3 Build Date: June 23 2002

Thiz application runs an Micrazalt Window or bacintosh operating spstems and
provides a "smart interface’’ between Myron L Ultrameter | and the PC of choice.
The interface iz performed via infrared technology aver 3 USE port.

The JZ2C! application is uzed for bazic 1/0 operations of the stored data allowing you
tao display, print and save your stared readings.

Myron L Company

When this submenu is clicked, it will link the user to the
Myron L Company website (if an Internet connection is
available): http://www.myronl.com/

MYRDN L J Water Quality Instrumentation J'
Accuracy = Reliability » Simplicity (
COMPANY ... Since 1957 \\

Home  Search Products

Ultrameter II




IV. Other Features in U2CI

A. Application Window Options

The U2CI main window can be minimized, maximized or resized
according to the user’s needs.

B. Active Menus and Fields

When no data is loaded in the U2CI application window, the
following menus and fields will be grayed out:

« Clear Data

- Save
+ SaveAs
e Print

* Reference Information

They will be activated only when there is data displayed in the
main window screen.

C. Windows .mlc File Association

The U2CI supported data file (.mlc) format can be opened by the
U2CI automatically. To have the U2CI open the .mlc file, you must
first associate the .mic file with the U2CI program. To do this,
double-click the .mlc file.

A dialog box will prompt you to locate the program that created the
file. Select “Select the program from a list” and click “OK”.

o 0|
] Wirdnws rannok nren ths fils:
Fle:  teskl.mlc
T rpwen His File, Uvindows neers b knnw what prooram created it Windnees
ran o nnlime b ook ik op suroratically, ar yoo can manaly sl from a list of
Programs on youl computer,

what da vow wark bn da
() lise the Yeh serviee to find the appropriabe pragram
Ok rogr 4

24
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In the next window that will be displayed, check “Always use the
selected program to open this kind of file. Then click “Browse...”
Select the U2CI program and click “Open”. If you chose the default
location for the software during installation, it is in C:\Program
Files\Myron L Company\U2CNU2CI-WIN-v1.1.3-release.exe.

Open With B[]

Chaoss the pragiam you wank bo uss ba open ths file:

Fie: testl.ic

Brograms

[} adobe Acrobat 5.0 ~

(= Dvgete Pl

B} 1CD-5 Interface Program

45 Tnternet Explorer

Ef Mioosoft Excel

@ Mioosoft Offie Binder

3] Micr oot Office FrortPage

_g Microsoft Oiffice Picture Manages

R picrosoft PhotaDraw i
Type adesiription that you want touse For this kind of file:

[#) Bways use the seleckzd program bo apen this kind of Fie

Iftheprul;ramycru W l; not I the #sT or on your computer, you can [oo
For the aporopsiate proqram on the Wab,

Myron L Company U2CI Version 1.1.3

U2CI could not open aaaa.csv correctly because it is sither not a supparted File type or because the file has been
\) damaged (for example, missing '$End of Reference Informationg' after the end of reference information)

If the user tries to open a non-supported data file or a damaged
data file with the U2CI, then the U2CI application will give a
warning message.

U2ClI supports tooltips

When you move the mouse over a UMIT command icon or the
Reference Information field, a tooltip with descriptive text will
display.



V. Troubleshooting

Symptom

Solution

No Device Detected

1.Verify your preference setting is set to
the correct port.
2.Verify the UMII is in “PC On” mode.

Transmission error

The transmission was either interrupted
or the data was not downloaded within
the specified timeout period. Verify the
UMII is in “PC On” mode and download
again.

Serial
Communications has
timed out

The uDock had a problem and the
download process did not start within the
timeout period. Verify the UMII is in “PC
On” mode and download again.

Demo and None are
the only com port
options in the “Port”
preferences drop-
down box

Make sure the uDock is securely
plugged into a USB port. Close the U2CI
application then re-open it.

If you still don’t get a com port option,
contact your IT Department or System
Administrator to verify that there is an
available port to use.

26
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VI.

Notes



VIl. Addendum
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